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This form should be used for all potentially hazardous equipment other than simple and straightforward items.

[Please use PUWERF6 for assessment of equipment classified as machinery[footnoteRef:1] under the Regulations (with moving parts powered by electricity, internal combustion engine or another such energy source).] [1:  The term machinery refers to an assembly of parts, one or more of which are fitted with a drive system (moving) and are joined together for a specific application.] 


	PUWERF5:	Provision and Use of Work Equipment Safety Checklist 

	Equipment Description:
	Click or tap here to enter text.
	Equipment Location:
	Click or tap here to enter text.
	Assessor:
	Click or tap here to enter text.
	Date of assessment:
	Enter date.
	Review date (at least every 5 years): 
	Enter date.


	
	In place?
Y / N / N/A
	Remedial action required?
Y / N
	Is detail included in the remedial action table below
Y / N / N/A?

	Information, Instruction and Safe Use
	
	
	

	1.
	Written instructions cover:
	
	
	

	
	a. any unusual hazards or complicated features
	Select.	Select.	Select.
	
	b. where appropriate, emergency shutdown?
	Select.	Select.	Select.
	2.
	Instruction in readily comprehensible form (written or verbal) on all hazards has been communicated to all who use the equipment?
	Select.	Select.	Select.
	3.
	Written instructions provided by the manufacturer have been passed to users?
	Select.	Select.	Select.
	4.
	Training – all users have been given adequate training in correct use, risks and precautions?
	Select.	Select.	Select.
	5.
	A training record is kept verifying training completed?
	Select.	Select.	Select.
	6.
	The equipment is being used in accordance with the manufacturer’s instructions?
	Select.	Select.	Select.
	7.
	If the equipment has been adapted, the adaptation is suitable and safe?
	Select.	Select.	Select.
	8.
	The equipment is used in a suitable environment (e.g. ventilation, humidity, damp or flammable conditions)?
	Select.	Select.	Select.
	9.
	a. The start/stop controls are clearly marked on the equipment?
	Select.	Select.	Select.
	
	b. Start/stop controls functional?
	Select.	Select.	Select.
	10.
	Other operating controls and the contents of containers are clearly marked?
	Select.	Select.	Select.
	11.
	There are clear warning notices or markings (e.g. to wear personal protective equipment, restrictions of use), and a list of authorised users where appropriate?
	Select.	Select.	Select.
	Maintenance

	12.
	There are appropriate intervals for checking: 
	
	
	

	
	a. electrical safety
	Select.	Select.	Select.
	
	b. any safety devices?
	Select.	Select.	Select.
	13.
	If inadequate, maintenance could cause the equipment, guards or other protection to fail in a dangerous way, is there a system of planned preventive maintenance in place, including where appropriate the periodic replacement or refurbishing of items before they reach the end of their usual life?
	Select.	Select.	Select.
	14.
	Clear maintenance instructions have been given to those responsible for maintaining the equipment?
	Select.	Select.	Select.
	15.
	The equipment and system of maintenance are designed to minimise the risks which may arise during maintenance
	Select.	Select.	Select.
	Specific Hazards

	16.
	Protection is adequate in relation to: 
	
	
	

	
	a. Items falling from the equipment
	Select.	Select.	Select.
	
	b. Items being ejected 
	Select.	Select.	Select.
	
	c. Equipment overturning
	Select.	Select.	Select.
	
	d. Equipment collapse
	Select.	Select.	Select.
	
	e. Overheating or fire
	Select.	Select.	Select.
	
	f. Disintegration
	Select.	Select.	Select.
	
	g. Explosion
	Select.	Select.	Select.
	17.
	The equipment has been made stable by an appropriate method (e.g. by bolting, clamping or tying, etc.)?
	Select.	Select.	Select.
	18.
	Is there sufficient general and where necessary, local lighting?
	Select.	Select.	Select.
	19.
	Is there protection against contact with hot or very cold temperatures?
	Select.	Select.	Select.
	
	a. If so, is it appropriate?
	Select.	Select.	Select.
	20.
	In the case of pressurised equipment, is there a Written Scheme of Examination? (see HSD046P)
	Select.	Select.	Select.
	21.
	If a fume or dust is released when the equipment is used is there: 
	
	
	

	
	a. annual Local Exhaust Ventilation, testing (or at 14 months max)
	Select.	Select.	Select.
	
	b. a COSHH-specific assessment for the equipment?
	Select.	Select.	Select.
	Dangerous Parts

	22.
	Does the equipment have exposed moving parts?
N.B. If Y, complete the Dangerous Work Equipment (Machinery) Risk Assessment PUWERF6
	Select.
	Remedial Action Required
	Target Date
	Date Completed
	Signed

	1. 
	Click or tap here to enter text.	Enter date.	Enter date.	Click or tap here to enter text.
	2. 
	Click or tap here to enter text.	Enter date.	Enter date.	Click or tap here to enter text.
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